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Motivation

Motivation

® Goal is to solve heterogeneous subsurface flow problems:
Thermo-Hydro-Chemical processes (THC).

e Applications: nuclear waste management, geological
storage of gas (COg2, H»)

B dagrnne 0 Cilo B

https://totalenergies.com

https://www.cigeo.gouv.fr https://www.fif.tu-

darmstadt.de

[1] N. Pillardou. Modeling and Multiscale HPC Simulations of CO2 Storage in Saline Aquifers,
PhD thesis, University of Pau and Pays de I'Adour (2023).

[2] E. Ahusborde, B. Amaziane, F. Croccolo, N. Pillardou. Numerical Simulation of a
Thermal-Hydraulic-Chemical Multiphase Flow Model for Sequestration in Saline Aquifers.
Mathematical Geosciences (2023). https://doi.org/10.1007 /s11004-023-10093-7
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Mathematical
formulation
for reactive
flows

Mathematical formulation for reactive flows

Geochemical model

Table: Example: 3 reactions and 7 species
Ne , OH~ + HT - H,0 = 0
D_viA =0, i =1, Ny HCO3 + H* - H0-COxy = 0
=1 Calcite + Ht - Ca?t - HCO; = 0

Equilibrium reactions

Mass action laws:
& =K [T, j € Is/(spe U lspk)-

iel,

Equilibrium dissolution/precipitation
reaction:

55 T

iel,

else K; H(

icl,

)i < 1 then ¢/ = 0,
)Vﬁ =1j€ Ispe:

K 11¢

written as min( c ,1— Vi) =

i€lp

Kinetic reactions

Ordinary differential equation:
de] :
dt =—rj,J € lspk
with r; = KA Ki [ ]G
iely
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Mathematical formulation for reactive flows

Geochemical model

Example: 3 reactions and 7 species

Table:
Ne _
S viAi=0,i=1,...,N, OH™
= HCO3

Calcite

Equilibrium reactions

Mass action laws:
& =K [](@)%, j € Is/(spe U lspk)-

icl,

Equilibrium dissolution/precipitation
reaction:

if K [ (

icl

else K; H(

i€l

)i < 1 then ¢/ = 0,
)Vﬁ =1, € Ispe:

K 11¢

written as min( c ,1— Vi) =

i€lp

Kinetic reactions

Ordinary differential equation:
de] :
dt =—rj,J € lspk
with r; = KP A Ki [ ]
iely
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Mathematical formulation for reactive flows

Mathematical model for two-phase nonisothermal flow with reactive

transport

Mathematical N, mass conservation laws:
formulation
for reactive

flows
0 ; .
a ¢5(J, + Z ¢Vj[5(vj-c¢11j + Z Vjicé + I—oz,-( )
JE€lsm JEIs/lsm
+ Z VjiLaj(C(I;yj) - O, i€ Ipm,
J€lsm

with Lo(c)) = =V - (¢SaDaVel) + V- (c.32),

0

a + Z I/j,'Cé =0, i€l

JEIs/lIsm

Energy conservation law:

0 —
a (QS; Sapaua + (1 - ¢)pSChT> + V- (—)\VT-F ;pahaqa> = O’
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Mathematical formulation for reactive flows

Mathematical model for two-phase nonisothermal flow with reactive

transport

Ns equations provided by the chemistry
ajaj = KJ(T) H( )Vﬁa J € lsm U ls,

i€l

min C£71—Kj(T)H( )7 =0, Jj€ lspe,

iel,

d(.‘é s s v .
=M (1=K TTED™ |, e b,
icly

+ Capillary pressure law, solubility laws, EOS and closure relations.
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Mathematical formulation for reactive flows

Mathematical model for two-phase nonisothermal flow with reactive

transport

W] Ns equations provided by the chemistry
formulation

for reactive . . .
flows a]aj = }(l(T) H( )Vﬂ, J € Ism U Isi7
i€lp
min (ds',l - K(MT]( )Vﬁ) =0, JjE€E lspe,
i€l

e _ ki) (1 ~ k(N1 )) L€ b

dt -
i€lp

+ Capillary pressure law, solubility laws, EOS and closure relations.

Large non-linear system composed of PDEs, ODEs
and algebraic relations
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Numerical results

Solving approach

Implicit approach [1] Sequential approach [2]
Fully coupled fully implicit scheme Operator splitting
using direct substitution approach
(DSA) Nonisothermal Two Phase Flow
Numerical . . o Molar density of phase a p,
ezl ch =ChL(cp), j € IsmU g « Nty of e 0 72
« Saturation of phase o S o Concentrations ci., j € I,
. . « Temperature T o Porosity and permeability update ¢, K
where cp is concentration of L
primary species. o

® Cell-centred finite volume approach for spatial discretization.

® BDF2 scheme for time discretization.

[1] E. Ahusborde, B. Amaziane, M. Id Moulay. High Performance Computing of 3D reactive
multiphase flow in porous media: application to geological storage of CO>, Computational
Geosciences 25 (2021).

[2] E. Ahusborde, B. Amaziane, M. El Ossmani. Improvement of numerical approximation of
coupled multiphase multicomponent flow with reactive geochemical transport in porous
media, Oil & Gas Science and Technology 73 (2018).
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Numerical results

Finite Volume Discretization
Atn — tn+1 _ tn,Atn_l — tn _ tn—l

)

1 At" 1 At"
= (1 * W) N (Atn T Atn—l) ’
Bo = —(B1 + B-1),
Numerical e Mass conservation law:

results | Vi ‘

At (ﬁl{qssa 4 o {95aci 4} + 81 {05 +}:71)

+ 5 v (51 {osuCiie)}) + o {05uChien)}! + 6 {#SuChien)}

JElsm

+ Z l/ji‘AV:,! (61 {st(cp)}: +60{ (cp)} + 8- 1{“15 ) }n 1)
J€Is\lsm

+ Z "Ykl| ({ }k, {CIu n+1 {D }n+1 sharm {V }n+1) -
IeV(k)

kI
JE€lsm 1eV(k

+ Z Vji Z [l ({w“ Cp }:/ {Go)m n+1 — {Da}! n+1 harm {Vv”( )}n+l> .

=0,i € Ipm
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Numerical
results

Numerical results

Finite Volume Discretization

e Darcy's law:

{6(!}n+1 _ _{ }harm { kr(y(sa }n+1 ,up <{ }n+1 _{pgass}:rl’a’f E) 7

e Energy conservation law:

|AV:n‘ <Bl Z {¢,Uozuoc5a}z+1 + Bo Z {¢Pa“a5a}z +B-1 Z {¢paua5a}:1>

‘Avtknl (/3 { (1 — ¢)psch }:H +50{(1 — $)psch }: +571{(1 e }k,
£ bl < {)\pm}n+1 harm{ }n+1 s {Paha}n+1{Q<)}k/ ) Ao,
1€V/(k) o

e Mass action laws for equilibrium reactions:
.y n+1 . o ntl )
(b}, = II{G}, e\
i€lp
e ODE for kinetic reactions:
n+1 _ n nis s : i \vii n+1 .
{ }k 7{ }k ALK ( )Af<1 Ki( )H{(aa")j}k )’JGISk'

iely
9/26



Numerical results

Finite Volume Discretization

A fully upwinding scheme is used to approximate the numerical flux
for the convective term. The quantities (S, ¢/, P, T and k,,) are
evaluated implicitly and upstream at the interface 4 between two
adjacent elements as:

Numerical
results

M ° ® Node
{'}n+1,up _ {'}Z+1 if {CTa}Z/H + A > 0, : -\/.
kl - —
(R else TN

Volume

Flux on interfaces for diffusive terms are computed using
Two-Point Flux Approximation (TPFA) or Multiple-Point Flux
Approximation (MPFA).
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Numerical results

Presentation of DuMu*

DuMu*: Dune for Multi-{phase, component, scale, physics,..} Flow and
Transport in Porous Media [1, 2].

® Free and open source simulator for flow and transport in porous
media based on DUNE [3].

Numerical ® Parallel computing using MPI standard and DUNE capacities.
results
® Newton-Raphson method: to solve the non-linear system:

® The jacobian matrix is calculated by numerical
differentiation,
® Adaptive time step strategy.

® Linear solver: Krylov space methods: Bi-conjugate Gradient
Stabilized + AMG preconditioner.

[1] Koch T., Gliser D., Weishaupt K., et al., DuMu* 3 - an open-source simulator for solving
flow and transport problems in porous media with a focus on model coupling, Computers
and Mathematics with Applications, Vol 81, 423-443, 2021.

[2] DuMuX webpage: https://dumux.org/

[3] DUNE: Distributed and Unified Numerics Environment. Webpage:
https://www.dune-project.org/

11/26



Numerical results

3D heterogeneous test case

Votivation | ® Test case based on example T
Mathematical presented n [1]
formulation .
o venciive® 3D heterogeneous domain.
flows .

® Chemical system composed
Numerical of 12 elements (3 minerals)
results i . ¢

and 8 reactions (3 kinetic

Benchmark .
orreactive reactions and 5
USRS equilibrium).

flow

H20(g) =H20¢)
CO2(g) = CO2())
) ] ] COz)) + H20 = H* + HCO3
® Time of simulation = 50 CO2™ 4+ H* = HCO3
years. OH™ 4+ HT = H»0
* Mesh with 54756 elements. Ano +8HT = 4H,0 + Ca®* + 2 AT 4 2Si0y()
Cal + Ht = Ca?*t 4+ HCO3~
Kao + 6 HT = 5H,0 + 2 APt 4 2SiOz()

® Tinir = 353K. Injection at
T = 313K during 25 years.

Perspectives

[1] H. Class, A. Ebigbo, R. Helmig, H. K. Dahle, J. M. Nordbotten, et al. A benchmark study
on problems related to CO> storage in geologic formations. Computational Geosciences,
Springer Verlag, 2009, 13 (4), p. 409-434.
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Numerical results

3D heterogeneous test case

Well Well XACO2_liq
w002
— 0015
| Loo1
— 0,005
[ 0.00
Well - ™. Well T
/ 3800
— 360
B
L § 3328
A Well Wel pH
| w7
— 237 -8
| | | |
236 —6
[ 235.4 i 42
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Numerical results

3D heterogeneous test case

Motivation

. Time: 50.00 Years
Mathematical

. N .
formulation S_gas xACO2_lig
for reactiv 078 0.02

or reactive [ I 0015
flows —05
—001
Numerical l [0.005
results 0.00 0.00

Benchmark
for reactive

two-phase P_gas T
flow 320+07 [ 380.1
. -~ 3e+7
Perspectives —370
[ 28et7
25e+07 358.6
Cal
2407 PH
240 [ -
— 238 5
2358 l .
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Numerical results

Comparison fully implicit/ sequential schemes

Time: 50.00 Years Well
S_gas 5—%35
0.76 g
Mo Mos
Numerical lu_qu lU.U
results

xMCO2_lig xCO2_lig
p001? w0019
— 001 — 001
i 0.000 0.000
Cal Cal
" 2408 v 2409

l— 235.8 l 236.2

pH pH
w 57 R 58

—5 -5
l— 44 44

——r_m




Numerical results

Comparison fully implicit/ sequential schemes

Loss of mass: 2.79

14 T T T T x10°
12.0
12k B —
Numerical 1ok ,--7;;;:’ —— 100
results El A
@ o 8.0 =
S gl /A - § ~—— DuMu* Implicit
E A o DuMu* Sequential
g ok — el g 60 + ECLIPSE
£ 4 — = = ECLIPSE (Schiumbergor Pari) E
o /4 GEM (HW Uni Ednburgh) o~ - GEOS
s, RUPTE om S Y Y A E— Exact Total CO,
4 T VESA(prncton U
4 1PARS (Uni Toxas) /
! = : - w
== | 3 | L= —
° 10 20 30 20 5 e @
time [years] 0 10 20 30 40 50

Time [Years]

Figure: Evolution of CO, quantities as a function of time. (a) total
injected mass of COj, (b) mass of CO; in gas phase, (c) mass of
CO, dissolved in liquid phase, (d) mass of CO3 in mineral phase
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Numerical results

Maximum time step size effect

| TotEnd — Tot‘(‘jf”od2 — Totfgf \

¢ o inj
c0- TotErd
Numerical
results
Method dtn.. [s] CPU TS NI LI/NI  eco,
Imp 1x 107 9h20min 236 6.37 1589 1.20x 10~ ™#
Imp 5x 106 12h03min 376  5.25 15.55 2.99 x 1074
Imp 1x10% 35h42min 1626 3.64 1561 1.4x10°13
Seq 1x 107 5h50min 222  8.63 9.41 273 x 1072
Seq 5x10% 7h19min 373 834 841 1.89x1072
Seq 1x10% 24h27min 1620 6.18 8.26  1.39 x 102

Table: Numerical performances. CPU: elapsed time, TS: number of
time steps, NI: Average number of nonlinear iterations per time step,
LI / NI: average number of linear iterations per Newton iteration
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Numerical results

Maximum time step size effect

\Tot,-’,:_,;’d — Totg”od2 — Totfgf \
€00 TotErd

Numerical

results
Method  dtmax [s] CPU TS NI LI/NI eco,
Imp 1x107 Oh20min 236 6.37 1589 1.20x 10
Imp 5x 106 12h03min 376 525 1555 2.99 x 1014
Imp 1x 105 35h42min 1626 3.64 15.61 1.4 x 1013
Seq 1 x 10  5h50min 222 8.63 9.41 2.73 x 1072
Seq 5x 106 7hl9min 373 834 841 1.89x 102
Seq 1x10% 24h27min 1620 6.18 8.26 1.39 x 1072

Table: Numerical performances. CPU: elapsed time, TS: number of
time steps, NI: Average number of nonlinear iterations per time step,
LI / NI: average number of linear iterations per Newton iteration
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Numerical results

Comparison fully implicit/ sequential schemes

17

~—— Assemble Imp. Assemble Seq. 10— 1mp
Lo+ === Solve Imp. Seq
—-- Update Imp.
M
w L
5w i 2 oo
E - - 2
F P g
g v 2.
S . £
Numerical w 7 F
—_ 02
results i
BT
-

(2) e ; (b) . o
3 Tl Timets

2 — mp ==+ Seq. Flow — Imp
Seq.Total | -~ Seq. Transport Seq

Linear Iterations [-]

Newton lterations [-]

0 w07 o 10 100 w 07

(C) Time [s] (d) Time [s]
Figure: (a) CPU time evolution as a function of the simulation time for different

stages of the computation, (b) timestep, (c) Number of Newton iterations per
timestep, (d) Total number of linear iterations per timestep
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Numerical results

Parallel performance computations

<8 ImpB876K cells  —#— Imp 3M504K cells 0
100 Seasiok cals o Soq usoakcall e
- st cpuTime 5
&
3os
g
- 5
z So7 —
g E 086
q F g
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EX J s onte
§ —o— Imp 3M504K cells.
03 Seq IMS04K cells
= Ideal efficiency
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5 .- Solvemp Solve Seq s
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(c) Detailed CPU time for the mesh composed of(d) Detailed CPU time for the mesh composed of
876096 elements 3504384 elements
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Benchmark for reactive two-phase flow

Benchmark
for reactive
two-phase
flow

[2]

Benchmark for reactive two-phase flow

Cases Dimension Chemistry Gravity
Base Extended
Kinetic  Equilibrium
1.1 1D v
1.2 1D v
2.1 nograv 2D v no
2.1 grav 2D v yes
2.2 2D v yes
Code Institution Participation in problems
DuMuX UPPA-Inria 1.1, 1.2, 2.1 no grav, 2.1 grav, 2.2
DARTS TU-DELFT 1.1, 1.2, 2.1 no grav, 2.1 grav
CooresFlow  IFPEN 1.1, 1.2, 2.1 no grav, 2.1 grav, 2.2
MIN3P UBC 1.1, 1.2, 2.1 no grav
PDELab Uni. Heidelberg 1.1, 1.2, 2.1 no grav, 2.1 grav
GEOS TTE-LLNL-SU 1.1, 2.1 no grav, 2.1 grav

S. de Hoop, D. Voskov, E. Ahusborde, B. Amaziane, M. Kern. A benchmark study on

reactive two-phase flow in porous media: Part | -model description. Accepted for publication

in Computational Geosciences (2023).

E. Ahusborde, B. Amaziane, S. de Hoop, M. El Ossmani, E. Flauraud, F.P. Hamon, M.

Kern, A. Socié, D. Su, K.U. Mayer, M. Téth M, D. Voskov. A benchmark study on reactive
two-phase flow in porous media: Part Il -results and discussion. Accepted for publication in

Computational Geosciences (2023).

20/26



Benchmark for reactive two-phase flow

Benchmark
for reactive
two-phase
flow

[2]

Benchmark for reactive two-phase flow

Cases Dimension Chemistry Gravity
Base Extended
Kinetic  Equilibrium
1.1 1D v
1.2 1D v
2.1 nograv 2D v no
2.1 grav 2D v yes
2.2 2D v yes
Code Institution Participation in problems
DuMuX UPPA-Inria 1.1, 1.2, 2.1 no grav, 2.1 grav, 2.2
DARTS TU-DELFT 1.1, 1.2, 2.1 no grav, 2.1 grav
CooresFlow  IFPEN 1.1, 1.2, 2.1 no grav, 2.1 grav, 2.2
MIN3P UBC 1.1, 1.2, 2.1 no grav
PDELab Uni. Heidelberg 1.1, 1.2, 2.1 no grav, 2.1 grav
GEOS TTE-LLNL-SU 1.1, 2.1 no grav, 2.1 grav

S. de Hoop, D. Voskov, E. Ahusborde, B. Amaziane, M. Kern. A benchmark study on

reactive two-phase flow in porous media: Part | -model description. Accepted for publication

in Computational Geosciences (2023).
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Benchmark for reactive two-phase flow

Benchmark for reactive two-phase flow

Two phase flow model, with five components { H.0, CO, , Ca®*t, CO3™ ,
CaCOs }.
Distribution matrix for component over phases:

[ Component | Liquid (water) | Vapor (gas) | Solid ||

H,0 v v X
CO, v v X
Ca'? v X X

CO, 2 v X X

CaCo, X X v

Single dissolution/precipitation reaction Ca®>T + CO3~ —= CaCOs.

2D Geometry + boundary conditions

‘Water stream
(pure HO)

Outflow

(constant pressure)
Gas stream
(pure CO,)

—
—_
—
—
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Benchmark for reactive two-phase flow

Benchmark for reactive two-phase flow: numerical results

Time: 0 Days
Benchmark -
for reactive
two-phase S_gas XACO2_liq
flow 0.0e+00 0.5 1.0e+00 1.8e-08  0.05 1.0e-01
—— - — -
porosity xACa2+_liq + xACO32-_liq

2.0e-01 UiS 1.0e+00 7.0e-15 0.2 5.0e-01
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Benchmark for reactive two-phase flow

Benchmark for reactive two-phase flow: numerical results

Time: 1000 Days

Benchmark

for reactive

two-phase S_gas XACO2_liq

flow 0.0e+00 .5 1.0e+00 1.8e-08 005  1.0e-01
—— —

porosity xACa2+_liq + xACO32-_liq
2.0e-01 0i5 1.0e+00 7.0e-15 0.2 5.0e-01
x - — i
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Perspectives

Perspectives

® Modeling of coupled thermo-hydro-mechanical-chemical (THMC)

processes.
T - M
Thermal Effects Rock Mechanical
and Heat Transfer Stress and Displacement
Hydrogeology
Brine —— Brine with Sc and
Perspectives Dissolved CO, Gas Co,

~. |

C

Transport and Reaction
With Rock Materials
Dissolution and Precipitation

® Participation to the 11th SPE Comparative Solution Project with
Inria.
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Perspectives

Perspectives
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